
MAGIS PRO-Eco 300+ is an all-in-one system with a compact design and easy 
access to mount and wash flexo plates. The plates are fixed on the upper platen 
and are cleaned by means of orbital movements on a set of brushes. The system 
also has removable drawers for exposing, drying and light finishing at the 
highest quality level. Using LED UV exposure, MAGIS PRO Eco 300+ avoids the 
warm-up delays of traditional lamps, lowers energy needs, and provides more 
stable operation. It is part of ECO3’s fully integrated flexo prepress solution that 
comes complete with CtP, film, plates, screening technologies and workflow 
software.

The next generation in aqueous flexo The next generation in aqueous flexo 
plate processingplate processing

 MAGIS PRO-Eco 300+
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ECO3.com ECO3 is committed to continuous innovation that targets ecology, economy and extra convenience. Our solutions are designed to deliver
higher productivity, lower costs and greener outcomes.
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Experience the future of flexographic plate making with Experience the future of flexographic plate making with 
the MAGIS PRO-Eco 300+, a cutting-edge compact all-in-the MAGIS PRO-Eco 300+, a cutting-edge compact all-in-
one solution engineered to streamline your platemaking one solution engineered to streamline your platemaking 
workflow. Designed to handle every stage of the process, workflow. Designed to handle every stage of the process, 
from exposure to processing, drying and finishing, this from exposure to processing, drying and finishing, this 
integrated system accommodates plate sizes up to 610 × integrated system accommodates plate sizes up to 610 × 
762 mm (24 × 30“).762 mm (24 × 30“).

Instead of traditional light bulbs, MAGIS PRO-Eco 300+ Instead of traditional light bulbs, MAGIS PRO-Eco 300+ 
uses UV LED lighting for plate exposure. The steady, uses UV LED lighting for plate exposure. The steady, 
uniform output of LED ensures consistent plate quality uniform output of LED ensures consistent plate quality 
across jobs, while eliminating the hassle of frequent lamp across jobs, while eliminating the hassle of frequent lamp 

changes and recalibrations. LEDs also use less power and changes and recalibrations. LEDs also use less power and 
do not need to warm up. This reduces both operating and do not need to warm up. This reduces both operating and 
labor costs.labor costs.

Perfectly tailored for the label, tag and narrow web Perfectly tailored for the label, tag and narrow web 
markets, MAGIS PRO-Eco 300+ delivers exceptional markets, MAGIS PRO-Eco 300+ delivers exceptional 
results for digital flexo plates, meeting the ever-increasing results for digital flexo plates, meeting the ever-increasing 
demands for outstanding quality and efficiency. Discover demands for outstanding quality and efficiency. Discover 
how our innovative system can enhance productivity, how our innovative system can enhance productivity, 
ensure consistency and elevate the standard of your ensure consistency and elevate the standard of your 
flexographic production.flexographic production.

MAGIS PRO-Eco 300+ all-in-one system
Type of plate Water-washable flexographic plates

Max. supported plate size 610 x 762 mm (24 x 30”)

Supported plate gauges 1.14 & 1,70 mm

Features •	 1 LED UV-A drawer
•	 1 UV-A UV-C drawer
•	 2 drying drawers independently controlled	
•	 Air gun & water spray nozzle
•	 	Integrated Ph meter
•	 Smart plate gauge adjustments

Dimensions Lenght: 1,680 mm (66.14”)
Width: 1,310 mm (51.57”)
Height: 1,200 mm (47.24”) closed

Weight 725 Kg.

Power supply 230V 3 phases + Gnd : 19 A
400V 3 phases + Neutral & Gnd : 11 A

Rated power 4.4 KW

Compressed air Requires: 6 bars / 10CFM / Fitting 6 mm.

MAGIS PRO-Eco Ext Filter

Features included •	 	Connected to MAGIS PRO-Eco 300+ and managed by unit PLC
•	 	Easy to use, no adjustment required

Dimensions Lenght: 600 mm (23.62”) 
Width: 600 mm (23.62”)  
Height: 1000 mm (39.37”)

Weight 58 kg

Power supply & rated power Single phase 1W + N + PE 230V / 1 Amps, 50/60Hz / 200 Watts

MAGIS PRO-Eco Soap Mixer

Features included •	 	Connected to MAGIS PRO-Eco 300+ and managed by unit PLC
•	 	Easy to use, no adjustment required

Dimensions & weight Lenght: 600 mm (23.62”) 
Width: 600 mm (23.62”)  
Height: 1000 mm (39.37”)

Weight 75 kg

Power supply &  rated power Single phase 1W + N + PE 230V / 1 Amps, 50/60Hz / 200 Watts
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